
The natural, economic and ecological destruction of waste.

Hygiene 

Pulp Waste 
Macerators

Macerators for pulp waste disposal

REF.  2101.00 -2102.00 - 2103.00

Reduce the sources of infection, put the carer at the heart of his job, off er the patient a solution comfortable and 
hygienic: the macerator is the answer to all the problems of treatment human waste.



 

Hygiene 

Macerators for pulp waste disposal

  UNIQUE FEATURES

• Undeniable benefit in terms of hygiene.

• Limitation of the risks of cross-contamination.

• Simplification of basin rotation protocols
  with easy management of clean and dirty.

• Optimization of staff working time caregiver.

• Eco-friendly products (HEQ standards).

• Economic use: from 11 to 24 liters of water per cycle
   according to model and without chemical product.

• Wide variety of single-use items and accessories.

The Macerator consists of a destruction unit and a range of single-use items made of natural cellulose. The destruction system, 
based on a short cycle, optimizes the operating costs in a total respect of the environment.

REF. 2101.00 (Classic+) -2102.00 (Solo) - 2103.00 (Quattro Vanguard)

DIMENSIONS Classic+ DIMENSIONS Solo DIMENSIONS Quattro Vanguard

ACCESSORIES FOR MACERATOR CLASSIC+:
•  2100.10 Overfl ow connection kit

•  Available extension (contact us)

ACCESSORIES FOR MACERATOR SOLO:
•  2102.10 Overfl ow connection kit

•  Available extension (contact us)

ACCESSORIES FOR MACERATOR QUATTRO VANGUARD:
•  2103.10 Overfl ow connection kit

•  3010.92 BFR 4.0 1Kg disinfectant

•  Available extension (contact us)

CLASSIC + SOLO QUATTRO VANGUAR D
Capacité 4 articles* 1 article 4 articles*
Temps de cycle 115 secondes 53 secondes configurable 82 à 114 secondes
Consommation d'eau par cycle (L) 24 litres 11 litres configurable 17 à 23 litres
Puissance moteur 590 W 485 W 600 W
Consommation par cycle 0.02 KWh 0.01 KWh 0.01 KWh
Tension/phases/fréquence 240V/1ph/50Hz 240V/1ph/50Hz 240V/1ph/50Hz
Type d'ouverture /fermeture Manuelle Manuelle Main libres commande au pied
Odeur Siphon naturel Siphon naturel Siphon naturel
Démarrage Manuel Manuel Automatique
Affichage de fonctionnement / diag. L.E.D. L.E.D. L.E.D.
Poids à vide 85kg +/-2kg 50kg +/-2kg 59kg +/-2kg
Accès pour maintenance Avant et dessus Tous les cotés Avant et dessus
Surface au sol 607mm x 432mm 440mm x 360mm 524mm x 411mm
Taille des particules 2mm - 6mm 2mm - 6mm 2mm - 6mm
Méthode de broyage Contrôlé Contrôlé Contrôlé
Surfaces des broyeurs Antimicrobiennes Antimicrobiennes Antimicrobiennes
Puissance sonore 69dB +/-2dB 68dB +/-2dB 54dB (en mode nuit)
Durée de vie typique 15 ans 15 ans 15 ans
Dispositif de désinfection intégré Non Non Oui

CLASSIC + SOLO QUATTRO VANGUARD
Capacity 4 Items* 1 Item 4 Items*
Cycle Time 115 secondes 53 secondes configurable 82 to 114 secondes
Water Consumption 24 litres 11 litres configurable 17 to 23 litres
Motor 590 W 485 W 600 W
Energy Use 0.02 KWh 0.01 KWh 0.01 KWh
Voltage / Phase 240V/1ph/50Hz 240V/1ph/50Hz 240V/1ph/50Hz
Opening / Closing Manual Manual Free hands / foot control
Odour Natural 'P' trap Natural 'P' trap Natural 'P' trap
Start Manual Manual Automatic
Display Run / Diagnostics L.E.D. L.E.D. L.E.D.
Dry Weight 85kg +/-2kg 50kg +/-2kg 59kg +/-2kg
Maintenance Access Front & Top All sides Front & Top
Footprint 607mm x 432mm 440mm x 360mm 524mm x 411mm
Particle Size 2mm - 6mm 2mm - 6mm 2mm - 6mm
Maceration Method Controlled Controlled Controlled
Bactereial Suppressant Antimicrobial Antimicrobial Antimicrobial
Sound 69dB +/-2dB 68dB +/-2dB 54dB (night mode)
Typical Lifespan 15 years 15 years 15 years
Integrated disnfection device No No Yes

4 Items*= 4 bedpans or 4 urine bottles or 4 standard wash-bowls or 2 large wash-bowls

4 articles*= 4 bassins ou 4 urinaux ou 4 bassines standards ou 2 bassines larges.
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